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Table 4 — Hardness tests

Property class For routine  
inspection

In case of  
dispute

100HV

Bearing surface
8.1.2

Bearing surface
8.1.2200HVa

300HV Hardness in the  
transverse section

8.1.3380HV

a	 ����� �������� ��� ��������� ������ ʹͲͲ��� ���� ��������� ���� ��������� ��� ����
������������������������������������������������ǡ���������������������������������������
the reference test in case of dispute.

ͺǤͳǤʹ	 �������������������������������������������

ͺǤͳǤʹǤͳ	 
������

Hardness shall be determined using the Vickers or Rockwell hardness test:

Ȅ	 ��������������������������������������������������������������������� ͸ͷͲ͹ǦͳǢ

—	 the Rockwell hardness test shall be carried out in accordance with ISO 6508-1.

ͺǤͳǤʹǤʹ	 ������������������������������������

�������������� ���� ����� ������ ���� ��������������������� ���������������� ������������������������������
thickness.

��������������ǡ�Fǡ���������������������������������Figure 1 and Formula (1):
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Dimensions in mm



﻿

ISO 898-3:2018(E)

Dimensions in mm
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ͺǤͳǤʹǤͷ	 �����������������������������������������������ͳͲͲ�������ʹͲͲ��

	���������������������ǡ������������������������������������������������������������������������� 8.1.2 
�������������������������������ϐ�������Table 3.

������������������ǡ���������������������������������������������������������������������������������������
����������������ϐ�������Figure 1Ǣ��������ǡ������������������������������teff ζ Ͳǡͷ ��ǡ��������������������
���������������������������������������������ͳǤ

ͺǤͳǤʹǤ͸	 ���������������������������������������������͵ͲͲ�������͵ͺͲ��

	��� �������� ����������ǡ� ��������������������������� ��������������������������ǡ� �������������������
8.1.2ǡ��������������������������������ϐ�������Table 3.

������������������ǡ�����������������������������������������������������������������������8.1.3������������Ǥ

ͺǤͳǤ͵	 ���������������������������������������������������������������������

ͺǤͳǤ͵Ǥͳ	 
������

Hardness shall be determined using the Vickers hardness test in accordance with ISO 6507-1.

��������������������������������������������������Ǥ

ͺǤͳǤ͵Ǥʹ	 ��������������

�����������������������������������������������������ǡ�������������������������������������������Ǥ�����
�����������������������������������������������������ǡ��������������ǡ� ����������Ǥ���������������ǡ�����
surface shall be ground and polished in accordance with good metallographic practice.

Hardness readings shall be performed with Vickers hardness test in the middle of the radial section 
��������ϐ�������Figure 3. The hardness value shall be the mean of at least three readings on the same 
������ǡ����������������������������������������Ǥ
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9	 Marking

ͻǤͳ	 
������














	Foreword
	Introduction
	1 Scope
	2 Normative references
	3 Terms and definitions
	4 Symbols
	5 Designation system for property classes of washers and combination with property classes of bolts, screws, studs and nuts
	6 Materials
	7 Mechanical and physical properties
	8 Test methods
	8.1 Hardness test
	8.1.1 General
	8.1.2 Hardness test on the washer bearing surface
	8.1.3 Hardness determined on a transverse radial section through the washer
	8.2 Decarburization test
	8.2.1 General
	8.2.2 Microscopic method
	8.2.3 Hardness method
	8.3 Carburization test
	8.3.1 General
	8.3.2 Test procedure
	8.3.3 Requirements
	8.4 Retempering test
	8.4.1 General
	8.4.2 Test procedure
	8.4.3 Requirements
	9 Marking
	9.1 General
	9.2 Marking of washers
	9.3 Marking of packages
	Annex€A (normative)  Ductility test for washers of property class 380HV
	Bibliography

	BoxField: 


























This document has expired. To access the current document, please go to your on-line service.

Please note that material accessed via our on-line subscription services is not intended for off-line storage, and such storage is contrary to the licence under which the service is supplied.
	txtDisplay: 0.031526689814814816


